
UNIVERSAL 2 CHANNEL PVC 

DUCT WITH COVER 

SKIRTEC GROUP PTY LTDSKIRTEC GROUP PTY LTDSKIRTEC GROUP PTY LTDSKIRTEC GROUP PTY LTD    
5/87 KELLIHER RD5/87 KELLIHER RD5/87 KELLIHER RD5/87 KELLIHER RD    
RICHLANDS QLD 4077RICHLANDS QLD 4077RICHLANDS QLD 4077RICHLANDS QLD 4077    
TEL: 07 3375 6144TEL: 07 3375 6144TEL: 07 3375 6144TEL: 07 3375 6144    
FAX: 07 3375 6033FAX: 07 3375 6033FAX: 07 3375 6033FAX: 07 3375 6033    

SKIRTEC GROUP PTY LTDSKIRTEC GROUP PTY LTDSKIRTEC GROUP PTY LTDSKIRTEC GROUP PTY LTD    
8 / 818 / 818 / 818 / 81----83 STATION RD83 STATION RD83 STATION RD83 STATION RD    
SEVEN HILLS  NSW 2147SEVEN HILLS  NSW 2147SEVEN HILLS  NSW 2147SEVEN HILLS  NSW 2147    
TEL: 02 9674 9080TEL: 02 9674 9080TEL: 02 9674 9080TEL: 02 9674 9080    
FAX: 02 9674 9081FAX: 02 9674 9081FAX: 02 9674 9081FAX: 02 9674 9081    

www.skirtec.com.au                     sales@skirtec.com.au 

“Simply Better”“Simply Better”“Simply Better”“Simply Better”    
ABN 77 074 107 805 

QUICK SOLUTION 
 FOR 
SKIRTING DUCT 
BENCH DUCT 
RISERS 
GENERAL PURPOSE DUCT 

 1 X CONVENIENCE PACK CONSISTS OF: 
3 X 2700mm LENGTHS = 8.1 METRES Duct & Cover 

5 X OUTLET MOUNT KITS  (switch plates not incl) 

2 x MODULAR CORNERS  internal  or external 

2 x END STOPS 

Additional accessories available separately 

125mm X 35mm 

SKIRTEC PART No 

APD12535  

Available in Black 

Or White 

ENQUIRE AT YOUR WHOLESALER NOW! 

BUY IT IN A SIMPLE 
CONVENIENCE PACK 

SKIRTING DUCT      BENCH DUCT      SERVICE COLUMNS 



outlet mount
box

APD12535  All Purpose 2 channel Duct 

SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION    
 
Material:   High Impact Grade PVC-U. (uv modified) 
  Self extinguishing to UL-94 V-0 
  Manufactured to ISO 9000 
 
Size:  125mm x 35mm x 2700mm, 2 channel 
 
Cable Capacity:   Equivalent to 25 Cat 5 cables per 
   channel with outlet mount box  
   installed. 
 
Colours: Black or White 
 
Outlet Kit:  Suits most standard size grid plates 
  with 84mm centres 

Accessories: 
Purpose made accessories are, 

•Outlet Mount Kit 

•End Stop 

•Internal / External modular  

•Corner 90 degree. 

To install an outlet, simply cut and 
snap away the segregation 
Barrier and fasten the mount box 
into the duct body. 
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