
www.skirtec.com.au 

SUGGESTED SPECIFICATIONS 
 
The Contractor shall install a 2 Channel Bollard,   SKIRTEC BOL10050—600,    as indicated on the ten-
der drawings. 
Outlets shall be of standard grid plate size and mounted in the centre of the duct with no visible cover 
joins adjacent.  The bollard shall be powder coated or anodised. 
 
COLOURS AVAILABLE,  CLEAR ANODISED, BLACK, WHITE BIRCH AND MIST GREY. 
OTHER POWDER COAT COLOURS AVAILABLE UPON REQUEST. 
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“Simply Better” 

PART No. BOL 10050—600 
2 Channel Extruded Aluminium Bollard 

APPROVAL No CS/960/Q 

DIMENSIONS 
 
Profile:  100mm X 50mm 
 
Lengths:  600mm & custom 
 
 
Extruded Aluminium  
 
 
Anodised or Powder Coated 
 
 
Grid Plates not provided 
 
Accepts most standard 
size grid plates 
with 84mm fastening 
 

■  NEW ALUMINIUM 
BOLLARD 

 
■  REVERSIBLE   

 OUTLET KITS  FOR 
POWER OR 
 DATA 

 
■ JUST ADD GRID     

 PLATES 
 
■  SUIT CAT 6 CABLE 


